
STINUDRADNATSSEITREPORP
COLOR Gray
NOMINAL DENSITY tf/bl5.22261-DMTSA 3

THERMAL CONDUCTIVITY ASTM C-518 0.13 Btu·in./hr·ft2·°F@75°F
TEMPERATURE LIMITS -290°F to +250°F
SPECIFIC HEAT 0.45 Btu/lb.°F
COMPRESSIVE STRENGTH ASTM D-1621

ni/bl92esirotlellaraP- 2

ni/bl5.71esirotralucidnepreP- 2

TENSILE STRENGTH ASTM D-1623
ni/bl53esirotlellaraP- 2

ni/bl62esirotralucidnepreP- 2

SHEAR STRENGTH ASTM C-273
ni/bl81esirotralucidnepreP- 2

THERMAL AND HUMID AGING ASTM D-2126-87
-110°F for 7 days 1" dim. 0.40   4" dim. 0.10

-156°F for 7 days and 100% RH 1" dim. 1.20   4" dim. 1.00
+267°F for 7 days 1" dim. 2.60   4" dim. 1.00

CLOSED CELL CONTENT ASTM D-2856 minimum 92%
WATER VAPOR PERMEABILITY hcnimrep711.069-EMTSA
WATER ABSORPTION ASTM C-209 0.5% by volume

tf/bl01.02482-DMTSA 2

SURFACE BURNING CHARACTERISTICS ASTM E-84 25/50 Flame/Smoke Test Results
Flame Spread Index Smoke Developed Index

0201ylnonoitalusni-kcihthcnI1
5101ylnonoitalusni-kcihthcnI3
010JSAhtiwdecafnoitalusni-kcihthcnI1
010JSAhtiwdecafnoitalusni-kcihthcnI3

Insul-phen meets the requirements of ASTM C1126 Type 11 and 111 grade 1 standard specification for faced or unfaced rigid cellular phenolic thermal insulation

Other information
This information is furnished without warranty, expressed or implied, except that it is accurate to the best knowledge of Resolco
International BV. The data on this sheet related only to the specific material designated herein. Resolco International BV assumes no
legal responsibility for use or reliance upon this data.  For information regarding specific applications of the product please contact
Resoloc International BV.
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Resolco International bv
Distributieweg 4D

4906 AD Oosterhout, Holland
tel: +31 162 49 24 44 • fax: +31 162 49 24 41

e mail: info@resolco.com.
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